
Q Weighing Scale 

• Resolution up to 1 /15000

• Single point and linear calibration available
• Hold function in peak, stability, or key operation
• Lower / Upper limit weighing alarming function
• Zero range setting and filter setting for counting

under various condition
• Accumulation, Accumulation Display and

Accumulation clear functions

• Ideal for applications in Production, Packaging,
Warehouse, Inventory, Shipping and Receiving
areas.

• Optional RS-232 Interface for Printer or PC
• Optional Plug & Play U-Key (Wired) / (Bluetooth)

device for Weighing Data Transfer to PC
(Without Any Driver)

Model JWQ-3K 

Capacity(kg) 3 

Division(g) 0.2 

Display screen(mm) 

Dimension(mm) 

Operating temp: 1 O°C-40"c 
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275x 190(Stainless Steel, and 1.0mm in thickness) 

AC 100-240V / rechargeable battery (6 V/ 4 AH) 
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Jadever Scale Co., Ltd. 
Add: 8F, No.11 Wu-Chuan 1 Rd, 
Sinjhuang District, New Taipei 
City.Taiwan 248 
Tel : 886-2-22990203 
Fax : 886-2-22990204 
http: www.jadever.com 
E-mail:sales@jadever.com.tw

Xiamen Jadever Scale Co., Ltd. 
Add: 7F, No.40 Huli Avenue, Huli 
District, Xiamen 361006, Fujian, 
China 
Tel : 86-592-6037668 
Fax : 86-592-6037028 
http://www.jadever.com 
E-mail:xmjadever@jadever.com.cn

Jadever Weightech, Inc. 
Add: 16 Lady Veronica Lane, 
Vaughan , Ontario L6A OG1 
Tel: 1-905-482-2618 
Fax: 1-905-887-4066 
http://www.jadeverscale.com 
E-mail:james@jadeverscale.com




